
High d33 & high Qmexcellent energy 
conversion

High Conversion
Efficiency

tan δ < 0.2%

Low Loss

Excellent temperature stability

High Stability

Flatness: 0.005 mm

High Dimensional 
Accuracy



Dimension Material Application

Φ16/Φ6.4×2.5

Φ64.8/Φ26.2×5

Φ50.5/Φ20.6×5

Φ25/Φ11.7×3.1

Φ25×2.18

Φ1.5/Φ1×6

Φ2.25/Φ1.7×6

P81/P8M

P81/P8M

P81/P8M

P81/P8M

P46

P8M

P8M

Ultrasonic Scalpel Ceramic 

Welded Ceramic

Welded Ceramic

Welded Ceramic

Dual-frequency Physiotherapy Ceramic

RDN Ablation Ceramic Tube

RDN Ablation Ceramic Tube

FeaturesMaterial

P8M

P81

P46

𝑘𝑝

/

𝑘𝑡

/

𝑑31

pC/N

𝑑33

pC/N

High Qm、Low Loss
Energy Type

High Qm、Low Loss
Energy Type

High Acoustic
Power

57%

54%

62%

48%

48%

52%

𝜀𝑇
𝑟3

/

1180

1100

1400

tan 𝛿

/

0.15%

0.18%

0.25%

𝑄𝑚

/

1100

1000

950

𝑇𝐶

℃

305

310

352

ρ

g/cm³

7.75

7.72

7.73

106

105

143

280

270

375

Scan the QR code for more details.
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